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IECHO — SISTEMA DE CORTE DE MATERIALES FLEXIBLES DE ALTA PRECISION

IECHO SK2

Accionamiento por motor lineal (sin correa, cremallera ni engranajes), compensacion inteligente de mesa y calibrado
optico automatico de cuchilla (<0,2 mm). Modelos: SK2.

I CARACTERISTICAS PRINCIPALES

o Intelligent Table Compensation e Magnetic Scale Positioning

o Optical Automatic Knife Initialization e Linear motor drive“Zero” transmission
o Automatic Knife Initialization accuracy &lt;0.2 mm Automatic
Knife Initialization efficiency increased by 30%

| APLICACIONES
Rotulacién publicitaria, impresién y packaging, interiores de automocion, sofas y composites..

| ESPECIFICACIONES TECNICAS

Consulte con STM Pro la ficha completa de este modelo.



Name SK1I-3532 SKI11-3516 SKII-2516
Size (mm) 4400X3900X830 4400X2300X830 3400X2300X830
Effective cuttinng area (mm) 3500X3200 3500X1600 2500X1600
Weight 1550kg 1300kg 1050kg
Maximum cutting speed 2000mm/s
Maximum cutting thickness 50mm
Cutting accuracy 0.05mm
Machine head Single cutting head, Two cutting heads, Three cutting heads
Power supply 380V/50HZ, 220V/50HZ
Interface Serial port
Operating environment Temperature 0°C-40°C, Humidity 20%-80%RH
Tool UCT, V-CUT, CTT, KCT, EQT, POT, PRT, 350W Router , 1.8KW Router, Cylinder pen, etc.

*The product parameters and functions mentioned on this page are subject to change without notice.

Informacion publicada por el fabricante (Hangzhou IECHO). Solicite la ficha completa del modelo y configuracion para su aplicacion.
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